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FT1310 Ball Float Steam Trap 

 

Description 
FT1310 is a low capacity mechanical steam trap for medium pressures. The trap’s internals are anti corrosion. Air 
vent can be installed for FT 1310. A drained nozzle is devised for the trap. These horizontal traps are easy to maintain. 

 

Material 

 
FT1310 

NO. Part Material 
1 Body SA 516 
2 Body gasket Soft iron 
3 Cover SA 516 
4 Bolts ASTM A193 Gr.B16 
5 Drain plug SA 234 
6 Float control Stainless steel 
7 Valve Stainless steel 
8 Ball float Stainless steel 
9 Positioner ASTM A193 Gr.B16 

10 Bolt gasket Soft iron 
11 Drain plug gasket Soft iron 

Dimensions / weights (approximate) in mm and kg 

 

 12" 1" 112 " 2" 
A 390 406 420 428 

B 317 330 348 355 
C 78 78 78 78 
D 200 200 200 200 
E G �� ” G �� ” G �� ” G �� ” 

W
ei

gh
t  screwed 37.5 38 39 40.5 

#600 39.5 41.5 45 47 

Pressure / temperature limits Capacities 

 
 

 

 

Body design conditions PN63/64/100 and ANSI 
B16.5 class 600 

PMA (Max. allowable pressure) 63 bar g 
TMA (Max. allowable temp.) 400 ℃ 
Max. cold hydraulic test pressure 95 barg 
  

Available spares  
Internal valve  

Gaskets  
 


